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Distribution of video content using a trusted network key for ... 

A family pairing key is transmitted from the direct broadcast satellite system to ... Among 

such systems are those which use a conditional access module ... 
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Distribution of br oadcast content for remote decryption and ... 

Using either a same pairing key or different host and client pairing keys, ... Among such 

systems are those which use a conditional access module (typically ... 
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(WO/2006/044765) METHOD AND APPARATUS FOR SUPPORTING MULTIPLE ... 
A first encrypted version of a pairing key K is then provided. ... version of the pairing key 
E5i [K p ] is provided to the conditional access module 310, ... To begin service, the 
broadcast module 506 and/or the broadcast headend 516 ... 
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(WO/2003/043310) CA SYSTEM FOR BROADCAST DTV USING MULTIPLE 
KEYS ... 

Smart Card (SC) 42a (or any other equivalent conditional access module) each key 

pair corresponding to a particular broadcaster or geographic region. ... 
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A CONDITIONAL .ACCESS ^SYSTEM FOR BROADCAST DIGiTAL TEL 

The method of Claim 3, wherein said conditional access module comprises a There is 

a global RSA public/private key pair, Kpub/Kpri, for the entire ... 
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Distribution of video content using client to host pairing of ... 

The method of claim 1 , wherein the host-client pairing key is received by both the host 

receiver and the client receiver from the broadcast system. ... 
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by RM Kahn - 2005 - M 3 .versions 
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Source authentication of dow^ 

a public key-private key pair for the provider of the downloadable .... Multi-layer encryption 
system for the broadcast of encrypted information ... 
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Decoding .system Land data format for processing and^ 

The method includes accepting a receiver ID associated with a receiver key stored in a 

memory of the receiver, determining a pairing key for encrypting ... 
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The set top box (100) is paired with the conditional access module (400) such that they 
have a shared secret key which is used to send communications to ... 
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DVB-C Card - What Conditional Access module? - Page 2 - Virgin ... 

20 posts 

So you need paired card and decoder and you've got to be up to date with your bills 
otherwise .... The card is akin to a key, similar to the key use for a car, .... Search Forums, 
Forums Home, Media and Digital TV Forums, Broadcasting ... 
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